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Arms can be mixed and matched with keyboard trays to 

create complete keyboard systems that fit your  specific 

needs. 

All Sunway keyboard systems enable an  operator the  full 

movement of their keyboard with easy operational adjust-

ments. Sunway arms all offer  these ergonomic features: 

• Height Adjustment 

• Tilt Adjustment 

• 360º Rotation 

• Universal Glide Tracks for Easy Storage and Effortless in          
  and out Movement 

ARMCML-Z Lift & Lock Arm 
with ‘In The Zone’ Height  and Tilt Indicators 

 

• Cam Lock Technology (patented) 

• Lift, Adjust and Release to Lock the Tray in Place 

• Height Indicator Provides 3 Zones of Comfort, 

  3 Levels per Zone for 9 Unique Height Settings 

• 21”l  x 5 3/4”w Glide Track 

• 5 1/4” Arm Bracket Allows Full Extension and 

  Retraction Under Work Surface 

• Height Adjustment from  1” Above the Track to 5” Below 

• Tilt Mechanism for Maximum Wrist Comfort 

• 8-Position Tilt Indicator for Precise Tilt Adjustment 

• All Metal Construction 

ARMCBR 
Tilt-A-Wheel Cobra™ Sit & Stand Arm 

 

• Keyboard May be Placed in Seated or Standing Height 

• Lift, Adjust and Release to Lock the Tray in Place 

• 12  ½”  Height Adjustment Ranging from  7 1/2” Above the         
  Track to 5” Below  - Internal Spring Assist 

• Soft  Touch Wheel Controls a 10 Degree Positive and 20     
  Degree Negative Tilt for Maximum Wrist Comfort 

• 23”L  Glide Track 

• Slim Profile for Maximum Knee Clearance Under Mechanism 

• Exceeds ANSI/BIFMA Standards 

• All Steel Construction with Black Powder Coat Finish 

Tilt-A-Wheel  Cobra™- registered trademark of the Weber Knapp Company 

 ARMTKS-S Alpha Centauri 
 

• Functional and Economical 

• Spring–Assisted Lift Component 

• 5 1/2” Height Adjustment 

• Single Knob Enables Height and Tilt Mechanism 

• 17  3/4”l x 5 3/4”w Glide Track; 

  21”  Available Upon Request 
Made in the USA  

March 2016 

ARMMNCABK MiniCobra™ Arm  
 
• Counterbalanced, Spring-Assisted 

• Lift, Adjust and Release to Lock the Arm in Place 

• 8” Total Height Adjustment with Height Indicator Ranging            
  from  3” Above the Track to 5” Below   

• Tilt Indicator Reflects Each Turn of the Soft Touch  
  Wheel, Covering a Range of +10°/-20° 

• 21”L  Glide Track 

• Meets or Exceeds ANSI/BIFMA Standards 

• Rugged Steel Construction   

     MiniCobra™- registered trademark of the Weber Knapp Company 




